I Product Data Sheet

COMBI 308

Features
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Product illustrations are exemplary and may differ from the chosen product. Further

variants and individual customization, we will gladly provide you on request.

Protection class IP66/67

Glow wire test 750°C

Temperature range -30°C-100°C
Installation temperature -5°C-60°C

Voltage 400V

Terminals/poles 4 mm?

Material Polypropylene, Gasket TPE
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WISKA-No. Type RAL-No. [mi] =k S
10060400 COMBI 308/empty RAL 7035 :¢:]: 85 x 85 x 51mm 5
10060581 COMBI 308/empty/S RAL 9005 LF 85 x 85 x 5Tmm 5
10060610 COMBI 308/empty/W RAL 9001 :Cj: 85 x 85 x 51mm 5
10060480 COMBI 308/empty/DR : LF 85 x 85 x 51mm 5
10060401 COMBI 308/5 RAL 7035 :1:1: 85 x 85 x 51mm 5
10060580 COMBI 308/5/S RAL 9005 LF 85 x 85 x 51mm 5
10060611 COMBI 308/5/W RAL 9001 :{:]: 85 x 85 x 51mm 5
10107390 COMBI 308/5/DR - LF 85 x 85 x 51Tmm 5
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Other technical data on request / subject to change without notice



