I Product Data Sheet WISKA ®

make power smile
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Protection class IP66/67
Glow wire test 750°C
Temperature range -30°C-100°C
Installation temperature -5°C-60°C
Voltage 690V
Terminals/poles 10 mm?

Product illustrations are exemplary and may differ from the chosen product. Further Material Polypropylene, Gasket TPE

variants and individual customization, we will gladly provide you on request.
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WISKA-No. Type et ED BXBxH S,
10060702 COMBI 1010/empty RAL 7035 sl:)s 140 x 140 x 82mm 2
10062214 COMBI 1010/leer/S RAL 9005 L¥ 140 x 140 x 82mm 2
10062210 COMBI 1010/emty/W RAL 9001 ¥ 140 x 140 x 82mm 2
10060703 COMBI 1010/5 RAL 7035 s¢} 140 x 140 x 82mm 2
10062215 COMBI 1010/5/S RAL 9005 ¥ 140 x 140 x 82mm 2
10062211 COMBI 1010/5/W RAL 9001 {3 140 x 140 x 82mm 2
10060704 COMBI IND 1010/empty RAL 7035 aﬁ} 140 x 140 x 72mm 2
10060705 COMBI IND 1010/5 RAL 7035 # 140 x 140 x 72mm 2
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