I Product Data Sheet

WISHKA I

make power smile

SPRINT NMSKV, NPT
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Protection class IP68 (5 bar 30 min), IP69

Temperature range -40°C - 100 °C

Material Brass nickel-plated, Clamping unit Polyamide,
Gasket EPDM

Product illustrations are exemplary and may differ from the chosen product. Further

variants and individual customization, we will gladly provide you on request.
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() [mm]

10065480 NMSKV 1/4 Nickel-plated NPT 1/4" 16 mm 3mm-7mm 33 mm - 40 mm 50
10065481 NMSKV 3/8 Nickel-plated NPT 3/8" 20 mm 4.5mm - 10 mm 35 mm - 42 mm 50
10065482 NMSKV 1/2 Nickel-plated NPT 1/2" 24 mm 6 mm - 13 mm 38 mm - 45 mm 50
10065483 NMSKV 3/4 Nickel-plated NPT 3/4" 29 mm 9mm - 17 mm 40 mm - 48 mm 50
10065484 NMSKV 1 Nickel-plated NPT 1* 36 mm 13 mm - 21 mm 46 mm - 53 mm 25
10065485 NMSKV 1 1/4 Nickel-plated NPT 1 1/4" 46 mm 16 mm - 28 mm 50 mm - 58 mm 10
10065486 NMSKV 1 1/2 Nickel-plated NPT 1 1/2" 55 mm 21 mm - 35 mm 51 mm - 62 mm 10
10065487 NMSKV 2 Nickel-plated NPT 2* 68 mm 34 mm - 48 mm 56 mm - 67 mm 10
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