Features

EVPS

g o
= RoHS

Protection class IP69 / 1P68

Temperature range  -40°C - 100 °C

Material Polyamide, Gasket TPE, Membrane ePTFE

Product illustrations are exemplary and may differ from the chosen product. Further
variants and individual customization, we will gladly provide you on request.
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10102369 EVPS 12 RAL 7035 M 12x1,5 16 mm 8 mm 17.4 mm 10
10106591 EVPS 20 RAL 7035 M 20x1,5 24 mm 9mm 15,4 mm 10
10106592 EVPS-L 20 RAL 7035 M 20x1,5 24 mm 15 mm 21,4 mm 10
10106593 EVPS 40 RAL 7035 M 40x1,5 46 mm 9mm 15,4 mm 10
10106594 EVPS-L 40 RAL 7035 M 40x1,5 46 mm 18 mm 244 mm 10
10102370 EVPS 12 RAL 9005 M 12x1,5 16 mm 8 mm 17,4 mm 10
10106595 EVPS 20 RAL 9005 M 20x1,5 24 mm 9mm 154 mm 10
10106596 EVPS-L 20 RAL 9005 M 20x1,5 24 mm 15 mm 21,4 mm 10
10106597 EVPS 40 RAL 9005 M 40x1,5 46 mm 9mm 15,4 mm 10

10106598 EVPS-L 40 RAL 9005 M 40x1,5 46 mm 18 mm 24,4 mm 10



