
VARITAIN® PushIn Advance
Faster. Easier. Safer.



VARITAIN® PushIn Advance at a glance

Technical data

Type:	 1 to 11 sockets 32 A, 3 poles +E, 3 h acc. to IEC 60309, individually fused 
		  with a MCCB 25 kA or 10 kA
Operating voltage:	 440 V
Frequency:	 50 - 60 Hz
Protection class:	 IP 66 / 67
Temperature range:	 -40 °C - 55 °C
Material:	� Casing of  stainless steel, both sides powder-coated, colour traffic white 

RAL 9016

Time-saving installation
Quick connection to the main power cable

this is simple: Our main aim is to offer you easy but 
safe and economical products with high operation 
reliability at the same time. Quality is our asset, as it 
always has been.

After developing VARITAIN® PushIn Advance, instead 
of  innovating reefer container connection like before, 
WISKA now is the first to present a revolutionised 
power connection to the reefer socket. The reason for 

Your benefits

Easy cable connection
Cable connection via power port with 
integrated terminal block and cable 
protection device

Safe installation
No risk of  damage to internal 
components, such as sealings or circuit 
breakers

Economical
Labour-saving installation while increasing 
product reliability

No lid opening
High operation reliability and less 
warranty issues as housing lid is not 
opened, guaranteed by Original WISKA 
Factory Seal

Availability for short-term delivery
Modular casing concept including 
combination of  different casing sizes for 
6 gangs and more

VARITAIN® PushIn Advance relocates the main power 
terminal to a position much easier to access - with 
the help of  its new integrated power port containing a 

terminal block and cable protection device in one unit. 
Maximising the ease of  installation and minimizing the 
risk of  damage.

Other technical data on request / Subject to modifications and amendments

VARITAIN® PushIn Advance



Comfortable external installation of cables 

Depending on its cable type and cross section, a 
cable is either secured by our power port itself, 
or by our jointing shells. Either of  them provides 
secure fixing of  the cable.

Standardised colour

To ease ordering processes and deliveries, 
white powder coating (RAL 9016) will be our 
standard offer, other colours will be available 
on request. 

Integrated power port

Terminal block and cable 
protection have become 
one - and relocated to the 
outside of  the casing.

No lid opening at initial setup

The lid does not need to be opened 
during shipyard installation anymore, 
ensuring a safe and quick installation 
with all internal components 
untouched.

Innovation at highest 
product safety 

VARITAIN® PushIn 
Advance is „patent 
pending“, with a 
DNV GL approval in 
preparation. 

Quick delivery

In our new modular casing 
concept, 4 casing sizes may be 
combined to larger housings 
from 6 gangs upwards. This 
allows us to offer flexible 
short-term deliveries.

VARITAIN® PushIn technology 

For container connection, VARITAIN® PushIn Advance uses the famous and well 
proven PushIn technology by WISKA. Its integrated socket insert contains circuit 
breaker, flange and socket for single-handed plug-in and off  proven by its LED 
status. You will also find all other familiar VARITAIN® characteristics by WISKA.

High quality material

The power port is produced from 
high-quality materials. All high-
performance polyamide parts are 
made by latest WISKA injection 
moulding. 

Up to 40 % smaller casing 

Our new reefer container 
socket comes with less 
weight and space require-
ments - your comfort at 
advance.

Foamed sealing

Our high-class foamed sealing 
stands out by its seamless 
and captive cast and special 
surface characteristics 
offering an extended lifetime.

High protection class 

IP 66 / 67 even if  the 
captive bayonet cap 
is accidentally not 
mounted

Other technical data on request / Subject to modifications and amendments
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1.	 Put cable gland and sleeve 
over the cable

2.	 Connect cable and earthing 
device

3.	 Screw sleeve and cable gland 
and close cap nut

1.	 Put cable gland unit over the 
cable

2.	 Connect cable and earthing 
device

3.	 Fix half shells and close cap 
nut

Installation of main power cables

Small Power Port for smaller cable cross sections

Big Power Port for larger cable cross sections

Please find full dimensions for VARITAIN® PushIn Advance on our website.

VARITAIN® PushIn Advance

Other technical data on request / Subject to modifications and amendments
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About WISKA
WISKA is one of  the world´s leading single source 
suppliers of  maritime lighting solutions, electrical 
equipment, reefer container sockets and CCTV camera 
surveillance. Since 1919, WISKA has been developing 
and manufacturing highly efficient and reliable products 
made in Germany for use in the demanding maritime 
environments. 

Today, the family-owned company employs over 260 
people worldwide. WISKA operates its own research 
and development facilities and production plants at its 
headquarters in Germany and has a global network of  
representatives and subsidiaries who ensure a quick and 
effective on-site customer service.

Since the market introduction of  multiple reefer container 
sockets by WISKA in 1994, VARITAIN® products have 
been distinguishing themselves by utmost quality, long 
service life and cost efficiency. As one of  the leading 
suppliers, WISKA has been significantly determining 
technical development in this field and has come up 
with efficient innovations regularly.


